
Australian Monitor
PA Series Amplifiers

Installation Series

pAg - pAO - pA8

The new PA series is a purpose built high quality range of amplifiers designed
specifically for commercial audio installations. Based on our highly successful Opal
& K series circuit designs, the PA series, offer the same no compromise approach,
with superior performance, a rugged low profile 2U alloy chassis, status and fault
indicators, comprehensive circuit protection, all backed up by our legendary reli-
ability and endorsed with a full warranty.

Features:
Buffered 21 position attenuators
Dual speed axial fan
Balanced XLR & barrier strip inputs
Binding post outputs
High energy linear power supply
Stereo, bridged & mono operation

Options:
Filter & Limiter plug in modules, 70 /

Thermal overload protection & indication
Independent rail fuses
Short circuit protection & indication
Output fault condition indicator
Modular construction

100 volt line transfonners
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Australian Monitor
PA Series POWER AMPLIFIERS

Snecifications

pA3 pAG pA8Output Power

E.l.A. 1 kHz, <0.05% THD
(pre-skess at rated power for 5 min)
Single channel driven
Both channels driven
Bridge mode

Pulsed @ 1 kHz, at onset of clipping
1 0% duty cycle, single channel driven
1 0% duty cycle, both channels driven

Distortion
@ 0.5 dB below clipping re 4 ohms
THD @ 1 kHz
IMD SMPTE (60Hzt7 kHz4:1)
IMD CelF $4kHzl15 kHz 1:1)

Frequency Response
-0.5 / -0.15 dB
-3dB

Outputimpedance@1kHz

Damping Factor g 1 kHz, 8 ohm load

lnput impedance (Line to Line, batanced)

lnput sensitivity
At rated output 8 ohms
At rated ouput 4 ohms

lnput CMRR@ 1 kHz

Voltagegainptrnz

Output rise time
(20 kHz square wave 145Vpp)

(leading edge)

Slew Rate
20 kHz square wave 145Vpp
(leading edge)

Signal / Noise ratio
Linear (30 kHz)
A weighted

Crosstalk @ 1 kHz

Weight
Net
Packed

Dimensions
excluding handles,
including handles
(19 inch EIA rack mounting, 2 units high)

8 ohm 4 ohm

120w 175w
120w 160w
340 w -*-

< 0.005 %
< 0.005 o/o

< 0.008 %

20 Hz - 20 kHz
5Hz-95Khz

15 milliohm
(typical)

250:1

25 kohm

1.23v (+463u;

> 81.5 dB

28 dB (= '191;

2.4 rc

35V/rc

102 dB
104 dB

< -90 dB

15 kg
17 kg

H xWxD
88 x 482 x 375 mm
88 x 482 x 455 mm
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8 ohm 4 ohm 2 ohm

------ ---* 510w
300w 480w 500w
860w 1020w -*__

630w
600 w

< 0.005 %
< 0.015 %
< 0.008 %

20 Hz - 20 kHz
5Hz-95Khz

15 milliohm
(typical)

500 (typical)

25 kohm

1,2v (+3'6 4gu;
1.0v (+2.3 4gu;

>80d8

31 dB (= l/ x;

2.4 us

42Yltts

100 dB
104 dB

< -90 dB

17 kg
20 kg

HxWxD
88 x 482 x 375 mm
88 x 482 x 455 mm

29

8 ohm 4 ohm

215w 300w
200w 28Ow
560 w .--__-

< 0.005 %
< 0.015 %
< 0.008 %

20 Hz - 20 kHz
5Hz-95Khz

15 milliohm
(typical)

250:1

25 kohm

1.23v (+469'11

> 81.5 dB

31 dB (= 17 x;

2.4 ps

3sv/xs

100 dB
104 dB

< -90 dB

15 kg
17 kg

HxWxD
88 x 482 x 375 mm
88 x 482 x 455 mm


